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FITTING GUIDE  
OTHER FITTING GUIDELINES

WET GLAZE / TRADITIONAL

Qwood glazing beads can be fixed to the casement with pins 
or brads and are compatible with glazing tapes and silicone 
sealants where a wet glaze assembly is required.

GLAZING BARS & ASTRAGALS

QW-BB1 12mm glazing bar QW-AB1 16mm astragal bar

QW-BB2 8mm glazing bar QW-AB2 18mm astragal bar

QW-BB3 4mm glazing bar QW-AB3 20mm astragal bar

QW-LB1 12.5mm glazing bar QW-AB4 12mm astragal bar

Qwood glazing bars can be fixed to glass with double sided 
foam glazing tapes. The superior cutting quality versus 
timber allows precise butt, lap and half joints to be achieved. 
Standard woodworking methods and machinery can be used 
to create these. Bars can also be machined to accept widely 
available bar clip systems as required.

SASH PROFILES

QW-SB20 20mm x 15mm staff bead

QW-SB25 25mm x 15mm staff bead

QW-PB7 7mm parting bead

QW-PB8 8mm parting bead

All Qwood sash profiles are designed to accept industry 
standard Q-Ion or brush pile without the need to fit a  
carrier profile. See illustration right.

The parting and sash beads can be fit using glue, pins  
or brads.

If you require any further information  
or assistance with the fitting of any  
Qwood product, please contact us:

+44 (0) 161 627 4222   

info@qwood.co.uk   

www.qwood.co.uk
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