
Please Note: All weights/lengths are approximate due to manufacturing tolerances

32mm

LENGTH (mm) lbs LENGTH (mm) kg
42 1 93 1
85 2 187 2
127 3 280 3
170 4 373 4
212 5 467 5
255 6 560 6
297 7 653 7
339 8
382 9
424 10
467 11
509 12
552 13
594 14
636 15
679 16

40mm

LENGTH (mm) lbs LENGTH (mm) kg
29 1 64 1
58 2 127 2
87 3 191 3
116 4 255 4
145 5 318 5
174 6 382 6
202 7 445 7
231 8 509 8
260 9 573 9
289 10 636 10
318 11 700 11
347 12
376 13
405 14
434 15
463 16
492 17
521 18
550 19
579 20
607 21
636 22
665 23
694 24

45mm

LENGTH (mm) lbs LENGTH (mm) kg
23 1 50 1
45 2 100 2
68 3 150 3
91 4 200 4
114 5 250 5
136 6 300 6
159 7 350 7
182 8 400 8
205 9 450 9
227 10 500 10
250 11 550 11
273 12 600 12
295 13 650 13
318 14 700 14
341 15
364 16
386 17
409 18
432 19
455 20
477 21
500 22
523 23
545 24
568 25
591 26
614 27
636 28
659 29
682 30

Lead Sash Weight Cutting Guide
All of our square section lead weights are supplied in 700mm lengths. The guide below shows the length 
you will need to cut the lead to, relative to the desired weight.
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