GLEAN ROOM GONSTRUCTION TAPE

When it has fo be right, clean, strong, easy and leave no marks

Applications:

» Temporary protection against a gloss finished
skirting board or door frame

*Door frame protection

« Taping for temporary protection on flooring

* Unigue easy tear
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Walther Strong Clean Room Construction Tape is uniquely Tip: Our Clean Room Construction Tape is ROHS certified
designed to meet the needs of professional contractors. and meets COSH regulations. The tape is manufactured with
Its specialist adhesive will remove clean and is protected an embossed pattern which has the benefit of NO marks

by a UV barrier so it can be left in direct sunlight without being left by this technologically advanced product.

marking the surface.
Request your free sample pack today.
Walther Strong Clean Room Construction Tape is designed
for critical environment construction and support applications.
It can also be used for floor marking, colour coding and
delicate sealing to protect important surfaces. It has a very
high tack and good cohesive strength, leaves no residue
and is resistant to acids and other chemicals.
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WALTHER
STRONG'

When it has fo be right, clean, strong, easy and leave no marks

Product i Carton Cartons per Pallet
Code Width Length Colour Quantity Quantity
CR-ORNG0x33P 50 mm 33 meters Orange 24 per carton 60 per pallet

Please test the product on delicate surfaces.

For further technical advice and details please
contact the Walther Strong technical team.

For ordering information please contact your local distributor or call Walther Strong on 0845 0945 310

IFYOU'RE A PROFESSIONAL, YOU'RE USING WALTHER STRONG

Manufactured by: Walther Strong & Company Lid
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